
RENTAL SOLUTIONS 

30kVA/65kVA HybridPowerSafe Specification Sheet

•REDUCE FUEL, NOISE & POLLUTION
•SOUND ATTENUATED ENCLOSURE 
•BATTERY ISOLATOR 
•CONTROL PANEL 
•CUSTOM BUILT 
•GENERATOR & BATTERY POWER 
•SAFE & SECURE
•FORK LIFT POCKETS

HybridPowerSafe

Generator Hybrid Length  (mm) Width (mm) Height  (mm) Weight Dry (kg)*

65kVA 30kVA 3955 2438 2736 7560

The Company reserves the right, prior to the delivery date to substitute the equipment with an alternative providing no less power than 
stated above.
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HybridPowerSafe
*Weight with lube oil, no coolant, no fuel.



RENTAL SOLUTIONS 

30kVA/65kVA HybridPowerSafe Specification Sheet

•BUNDED BASE TANK
•FUEL EFFICENT
•ENGINE: PERKINS®
•ALTERNATOR: MARELLI
•GOVERNOR: MECHANICAL
•CONTROL PANEL: POWER WIZARD

65kVA P66

Size kVA Fuel Capacity 
(Lt)

50% Load 
(LPH)

75%
(LPH)

100% Load 
(LPH)

Sound Pressure Levels 
(dBA) 7M 75% Load

65kVA 600 8.1 12.1 16.6 66

Multiple configurations can be acheived using external mains distribution board

stuartpower.co.uk

Socket Specification
Application Sockets

Generator Direct Passthrough 1 x 63amp 3ph

Hybrid 3 x 16amp 
1ph

6 x 32amp 
1ph

1 x 32amp 
3ph

1 x 63amp 
3ph

1 x 125amp 
3ph
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RENTAL SOLUTIONS 

30kVA/65kVA HybridPowerSafe Specification Sheet

•30KVA 400V 50HZ 3Ø OUTPUT
•GSM REMOTE MONITORING	  
•DEEP CYCLE GEL BATTERY	
•100A PASSTHROUGH CAPACITY
•AUTOMATIC GENERATOR START/STOP
•PROGRAMABLE TIMER
•ZERO EMISSIONS, ZERO NOISE

stuartpower.co.uk

30kVA HYBRID POWER SPECIFICATIONS
Battery type Sealed Lead Acid Gel OP-zV

Battery Design life 3000 cycles to 60%

Battery Capacity (Ahrs @ C10) 1250

Useable stored energy (to 80% DoD) 60kWhrs

Autonomy @ 3kVA average load 15h

Autonomy @ 7.5kVA average load 5h

Autonomy @ 15kVA average load 2h

Recharge to 80% / 100% SoC 5h/8h
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The battery unit housed within the Hybrid 
Power Safe is noise and emission free. 
Energy stored within the unit is converted 
electronically into mains power. The 30kVA 
battery unit is supplied with Gel sealed lead 
acid batteries as standard, they are designed 
for deep-cycle, traction duty. They are ideal for 
heavy duty applications as experienced in the 
construction industry. 
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“How long will the unit last on a single 
charge?”

The most common question asked and the 
answer depends entirely on how fast the stored 
energy is used up.  Power usage is not always 
steady so it’s difficult to be specific but, as a 
guide, this chart shows the typical duraion based 
on average power use as a percentage of rated 
output.

Our teams will be able to answer any questions.

67% 67%

Reduction in run-hours Reduction in fuel consumed

Number of days
Fuel consumption per hour

Cost of fuel per litre
Normal run hours for this period
Actual run hours for this period

Reduction in run hour

Coventional Generator Run Time
Cost (£)

Hybrid Generator Run Time
Cost (£)

Fuel Saved (£)

27
5
£0.75
648:00
213:33
434:26

648:00
2430.00
213:33
799.99
1630.01

HS2 Project Saving Period: 1st August - 27th August Fuel Costs Saved: £1630.01 CO2 Savings: 5734.71kg
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